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PRELIMINARY PLANS
FOR

SUPERAMERICA
COON RAPIDS, MINNESOTA

VICINITY MAP

PROJECT SITE LEGAL DESCRIPTION: AUD SUB #076
PID: 23-31-23-33-0002

1. CONTRACTOR SHALL CONFIRM THAT THE EXISTING CONDITIONS FOR THE SITE MATCH WHAT IS SHOWN ON THE
DRAWINGS INCLUDED PRIOR TO CONSTRUCTION.

2. IF REPRODUCED, THE SCALES SHOWN ON THESE PLANS ARE BASED ON A 22" X 34" SHEET.
3. ALL NECESSARY INSPECTIONS AND/OR CERTIFICATIONS REQUIRED BY CODES AND/OR UTILITY SERVICES

COMPANIES SHALL BE PERFORMED PRIOR TO ANNOUNCED BUILDING POSSESSION AND THE FINAL CONNECTION
OF SERVICES.

NOTES:

ENGINEER
KIMLEY-HORN AND ASSOCIATES, INC.
PREPARED BY: PHILIP KAUFMAN, P.E.
2550 UNIVERSITY AVE W, SUITE 238 N
ST. PAUL, MN 55114
TELEPHONE (651) 643-0475

Sheet List Table
Sheet Number Sheet Title

C-1.0 COVER SHEET

C-3.0 SITE PLAN

C-4.0 GRADING AND DRAINAGE PLAN

DEVELOPER

C-STORE PARTNERS, LLC
CRAIG FORGEY
501 S PENNSYLVANIA PARKWAY, STE 160
INDIANAPOLIS, IN 46280
TELEPHONE (317) 508-7960
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ARCHITECT

NORR LLC

ANTHONY RICCIUTI
150 W. JEFFERSON AVE, STE 1300
DETROIT, MI 48226
TELEPHONE (313) 324-3140

LANDSCAPE ARCHITECT
KIMLEY-HORN AND ASSOCIATES, INC.
PREPARED BY: JENNIFER L. KRANTZ, PLA
2550 UNIVERSITY AVE W, SUITE 238 N
ST. PAUL, MN 55114
TELEPHONE (651) 643-0487

C-1.1 ALTA SURVEY (4 SHEETS)

C-1.3 OVERALL SITE PLAN

L-1.0 LANDSCAPE PLAN















GRADING LEGEND

HATCHED ADA ROUTE - MAINTAIN 5%
LONGITUDINAL AND 2% CROSS SLOP
 AT ALL TIMES

STRUCTURE TABLE

STRUCTURE NAME:

EX CB-1

FES-1

OCS-1

S-1

S-2

S-3

S-4

S-5

S-6

S-7

S-8

S-9

S-10

S-11

S-12

DETAILS:

EXISTING CB
RIM: 859.37
INV IN: 857.70

12" FES
RIM: 862.21
INV IN: 860.00

36" DIA OCS
RIM: 861.00
INV OUT: 858.00

2' X 3' CB
RIM: 864.09
INV IN: 860.19
INV OUT: 860.19

48" DIA MH
RIM: 864.71
INV IN: 860.33
INV IN: 860.33
INV IN: 860.33
INV OUT: 860.33

WYE
RIM: 864.90
INV IN: 860.80
INV IN: 860.80
INV OUT: 860.80

45 DEG BEND
RIM: 865.25
INV IN: 860.90
INV OUT: 860.90

TRENCH DRAIN TIE-IN
RIM: 865.10
INV OUT: 861.04

2' X 3' CB
RIM: 864.10
INV OUT: 861.15

2' X 3' CB
RIM: 864.55
INV IN: 860.82
INV OUT: 860.82

2' X 3' CB
RIM: 863.91
INV OUT: 861.24

48" DIA MH
RIM: 864.94
INV IN: 860.94
INV OUT: 860.94

NULL STRUCTURE
RIM: 862.36
INV IN: 861.13
INV IN: 861.13
INV OUT: 861.13

2' X 3' CB
RIM: 865.18
INV OUT: 861.34

2'X3' CB
RIM: 865.00
INV OUT: 861.32

PIPES IN:

FROM OCS-1, 30 LF 12"
RCP INV IN: 857.70 @ 1.00%

FROM S-1, 19 LF 18"
RCP INV IN: 860.00 @ 1.00%

FROM S-2, 29 LF 12"
RCP INV IN: 860.19 @ 0.50%

FROM S-9, 121 LF 12"
RCP INV IN: 860.33 @ 0.50%
FROM S-3, 67 LF 12"
RCP INV IN: 860.33 @ 0.70%
FROM S-7, 99 LF 12"
RCP INV IN: 860.33 @ 0.50%

FROM S-4, 14 LF 12"
RCP INV IN: 860.80 @ 0.70%
FROM S-6, 50 LF 12"
RCP INV IN: 860.80 @ 0.70%

FROM S-5, 20 LF 12"
RCP INV IN: 860.90 @ 0.70%

FROM S-8, 84 LF 12"
RCP INV IN: 860.82 @ 0.50%

FROM S-10, 37 LF 12"
RCP INV IN: 860.94 @ 0.50%

FROM S-12, 38 LF 12"
RCP INV IN: 861.13 @ 0.50%
FROM S-11, 42 LF 12"
RCP INV IN: 861.13 @ 0.50%

PIPES OUT

TO EX CB-1, 30 LF 12"
RCP INV OUT: 858.00 @ 1.00%

TO FES-1, 19 LF 18"
RCP INV OUT: 860.19 @ 1.00%

TO S-1, 29 LF 12"
RCP INV OUT: 860.33 @ 0.50%

TO S-2, 67 LF 12"
RCP INV OUT: 860.80 @ 0.70%

TO S-3, 14 LF 12"
RCP INV OUT: 860.90 @ 0.70%

TO S-4, 20 LF 12"
RCP INV OUT: 861.04 @ 0.70%

TO S-3, 50 LF 12"
RCP INV OUT: 861.15 @ 0.70%

TO S-2, 99 LF 12"
RCP INV OUT: 860.82 @ 0.50%

TO S-7, 84 LF 12"
RCP INV OUT: 861.24 @ 0.50%

TO S-2, 121 LF 12"
RCP INV OUT: 860.94 @ 0.50%

TO S-9, 37 LF 12"
RCP INV OUT: 861.13 @ 0.50%

TO S-10, 42 LF 12"
RCP INV OUT: 861.34 @ 0.50%

TO S-10, 38 LF 12"
RCP INV OUT: 861.32 @ 0.50%
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GRADING PLAN NOTES
1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE CITY OF COON RAPIDS,

SPECIFICATIONS, DESIGN STANDARDS, AND BUILDING PERMIT REQUIREMENTS.

2. CONTRACTOR TO CALL GOPHER 811 AT LEAST TWO WORKING DAYS PRIOR TO
EXCAVATION/CONSTRUCTION FOR UTILITY LOCATIONS.

3. CONTRACTOR TO FIELD VERIFY THE LOCATIONS AND ELEVATIONS OR EXISTING
UTILITIES AND TOPOGRAPHIC FEATURES PRIOR TO THE START OF SITE GRADING.  THE
CONTRACTOR SHALL IMMEDIATELY NOTIFY THE PROJECT ENGINEER OF ANY
DISCREPANCIES OR VARIATIONS.

4. ALL SPOT ELEVATIONS ARE SHOWN TO FACE OF CURB/FLOWLINE UNLESS OTHERWISE
NOTED. ADD 0.5' TO TOP OF PAVEMENT GRADES FOR TOP OF CURB ELEVATIONS (TYP.
ALL).

5. PROPOSED CONTOURS ARE APPROXIMATE. PROPOSED SPOT ELEVATIONS AND
DESIGNATED GRADIENT ARE TO BE USED IN CASE OF DISCREPANCY.

6. GRADING FOR ALL SIDEWALKS AND ACCESSIBLE ROUTES INCLUDING CROSSWALKS
SHALL CONFIRM TO ADA STANDARDS. SLOPES SHALL NOT EXCEED 5% LONGITUDINAL
SLOPE OR 2% CROSS SLOPE.

7. PRIOR TO STARTING CONSTRUCTION, CONTRACTOR SHALL MAKE CERTAIN THAT ALL
REQUIRED PERMITS AND APPROVALS HAVE BEEN OBTAINED. NO CONSTRUCTION OR
FABRICATION SHALL BEGIN UNTIL THE CONTRACTOR HAS RECEIVED AND THOROUGHLY
REVIEWED ALL PLANS AND OTHER DOCUMENTS APPROVED BY ALL OF THE PERMITTING
AUTHORITIES.

8. SUBGRADE EXCAVATION SHALL BE BACKFILLED IMMEDIATELY AFTER EXCAVATION TO
HELP OFFSET ANY STABILITY PROBLEMS DUE TO WATER SEEPAGE OR STEEP SLOPES.
WHEN PLACING NEW SURFACE MATERIAL ADJACENT TO EXISTING PAVEMENT, THE
EXCAVATION SHALL BE BACKFILLED PROMPTLY TO AVOID UNDERMINING OF EXISTING
PAVEMENT.

9. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL HORIZONTAL AND VERTICAL CONTROL.

10. CONTRACTOR SHALL EXCAVATE DRAINAGE TRENCHES TO FOLLOW PROPOSED STORM
SEWER ALIGNMENTS.

11. ALL EXCESS MATERIAL, BITUMINOUS SURFACING, CONCRETE ITEMS, ANY ABANDONED
UTILITY ITEMS, AND OTHER UNSTABLE MATERIALS SHALL BECOME THE PROPERTY OF
THE CONTRACTOR AND SHALL BE DISPOSED OF OFF THE CONSTRUCTION SITE.

12. REFER TO THE UTILITY PLAN FOR SANITARY SEWER MAIN, WATER MAIN SERVICE
LAYOUT AND ELEVATIONS AND CASTING / STRUCTURE SCHEDULE.

13. CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION OF PAVEMENTS AND CURB AND
GUTTER WITH SMOOTH UNIFORM SLOPES WITH PROVIDE POSITIVE DRAINAGE.

14. UPON COMPLETION OF EXCAVATION AND FILLING, CONTRACTOR SHALL RESTORE ALL
STREETS AND DISTURBED AREAS ON SITE.  ALL DISTURBED AREAS SHALL BE
RE-VEGETATED WITH CITY APPROVED GROUND COVER.

KEYNOTE LEGEND                  
6' TRANSITION TO FLUSH CURB

ROOF DRAIN DOWNSPOUT LOCATION




